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This WQMP has been prepared for Tentative Tract 22450 by Capstone Engineering. The WQMP includes
requirements of the Phase Il Small MS4 NPDES General Permit (Water Quality Order 2013-0001) (MS4
Permit) and the City of Hesperia (City). The undersigned, while it owns the subject property, shall
implement the provisions of this plan and shall ensure that this WQMP is amended as appropriate to
reflect up-to-date conditions on the site consistent with the MS4 Permit. Once the undersigned transfers
its interest in the property, its successors in interest and the City shall be notified of the transfer. The new
owner shall implement the provisions of this plan and shall ensure that this WQMP is amended as
appropriate to reflect up-to-date conditions on the site consistent with the MS4 Permit. A copy of the
approved WQMP shall be available on the subject site in perpetuity.

“I certify under a penalty of law that the provisions (implementation, operation, maintenance, and
funding) of the WQMP have been accepted and that the plan will be transferred to future successors.”

Project Data

Permit/Application Grading Permit
Number(s): Number(s):

Tract/Parcel Map . Building Permit
Number(s): Tentative Tract 22450 Number(s):

CUP, SUP, and/or APN (Specify Lot Numbers if Portions of Tract): Tentative Tract 22450

Owner’s Signature

Owner Name: | Luis Benites

Title | Owner

Company| Zab,LLC

A ddr e s s | 16502 Walnut Street, Suite C, Hesperia,CA 92345

E m a il

Telephone # | 909-731-3668

Signature
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Section | Introduction

This WQMP template has been prepared specifically to implement requirements of the Phase Il Small MS4
NPDES General Permit; Water Quality Order 2013-0001 (MS4 Permit). This location is within the jurisdiction
of the Lahontan Regional Water Quality Control Board (LRWQCB). This document should not be confused with
the City of Hesperia Non-Regulated Project WQMP Template or the 2003-0005 WQMP Template.

Section1l  Permit(s) and Project Information

Form 1-1 Project Information

Project Name Tentative Tract 16570

Project Owner Contact Name: Luis Benites

Mailing 16502 Walnut Street, Suite C, Hesperia, E-mail

Address: | CA 92345 Address: Telephone:

Permit/Application Number(s): Tract/Parcel Map Tentative Tract 22450/APN
(Obtain from City staff) Number(s): 3046-011-07, 3046-011-08

Additional Information/
Comments:

Site coordinates take GPS
measurement at approximate center Latitude 34.409482 Longitude -117.369603
of site

Thomas Bros Map page

This site is conditioned to develop a WQMP based on the City of Heperias Regulated Project
WQMP template. The DCV for the project is 11,420 ft3. The drainage report sized the
mitigation voluem based on 13.5 ft3 of storage for 100 ft2 of imperviousness. This volume
was estimated to be 25,872 ft3. The infiltration basin proposed includes 27,209 ft3 of
storage. This volume is consistent with the size and deisgn of the basin that was approved
Provide summary of WQMP with the tentaive map in 2007. The amount of storage based on 13.5 ft3 of storage per 100
conditions ft2 of impervious is greater than the DCV and is more conservative than what is required by
the WQMP. Additionally the City has recommended incorporatin of on lot teatment for Lots
6 thru 14 that front Palm Street. The onlot systems will include a combination of infiltration
basin and soil ammendment strip. The onlot mitigation for lots 6-14 (DA 2 to DA 10) will also
be sized per the drainage report to provide 13.5 ft3 of storage per 100 ft2 of imperviousness.
The drainage report governs that size of the mitigation provided onsite.

11
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Section2  Project Description

2.1 Project Information

The WQMP requires Project information needed to determine the applicable development category,

pollutants of concern, watershed description, and long term maintenance responsibilities for the project. This
information will be used in conjunction with the information in Section 3, Site Description, to establish the

performance criteria and Section 4, to select the LID BMP or other BMP for the project.

2.1.1 Project Sizing Categorization
Projects that create and/or replace x5,000 square feet of impervious surface are Regulated Projects.

Form 2.1-1 Description of Proposed Project

Development Project Category (Select all that apply):

|Z| #1: New development
involving the creation of 5,000
sg. ft. or more of impervious
surface collectively over entire
site

[] #2: Significant re-
development involving the
addition or replacement of
5,000 sq. ft. or more of
impervious surface on an
already developed site

[ ] #3: Road Project — any
road, sidewalk, or bicycle
lane project that creates
greater than 5,000 sq. ft. of
contiguous impervious
surface

(] #4: LUPs — linear
underground/overhead
projects that has a discrete
location with 5,000 sq. ft.
or more new constructed
impervious surface

[] #5: Non-Regulated Project (Project Total Square Feet > 2,500 but < 5,0005q.) Do not use this WQMP Template. Use
the “Non-Regulated Project WQMP” Template.

Project Area (sq. ft.): 413,020

Number of Dwelling Units:

4
SIC Code:

Is Project going to be phased? Yes[ ] No[X] Ifyes, ensure that the WQMP evaluates each phase as a distinct DMA,

requiring LID BMPs to address runoff at time of completion.
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2.2 Property Ownership/Management

Describe the ownership/management of all portions of the project and site. State whether any infrastructure
will transfer to public agencies (City, County, Caltrans, etc.) after project completion. State if a homeowners
or property owners association will be formed and be responsible for the long-term maintenance of project
stormwater facilities. Describe any lot-level stormwater features that will be the responsibility of individual
property owners.

Form 2.2-1 Property Ownership/Management

Describe property ownership/management responsible for long-term maintenance of WQMP stormwater facilities:
Lots will be owned and managed by private home owers. The proposed basin and storm drain facilities including the dry well and
infiltration basin will be maintained by the City of Hesperia.

Describe any infrastructure that will transfer to a public agency: [] N/A
2-10" Catch basins, 18" RCP Storm Drain, Dry Well and Infiltration basin will transfer to City of Hesperia

Will a property owners association be responsible for long-term BMP maintenance? []Yes X]No If yes, list association and
BMPs to be maintained.

Describe lot-level features that will be maintained by individual property owners:  [X] N/A
No onlot features

2-2
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2.3 Potential Stormwater Pollutants

BMPs for pollutant-generating activities and sources shall be designed consistent with recommendations from
the CASQA Stormwater BMP Handbook for New Development and Redevelopment (or equivalent manual or
resource if recommended by the City).

Complete Form 2.3-1: determine and describe expected stormwater pollutants of concern based on land
uses and site activities using Table 2-1, below.

Form 2.3-1 Pollutants of Concern

Please check:
Pollutant E=Expected, N=Not Additional Information and Comments
Expected

Pathogens (Bacterial / Virus) EX N[] Source include defaction from animals, waste facilties

EX N[ Sources include Fertilizer application, atmospheric deposition, animal

Nutrients - Phosphorous
feces.

Nutrients - Nitrogen EX N[] Sources include Fertilizer application

Sediment EX N[] Sources include erosion of soil and degradation of pavement

Metals EX N[ Sources include metal fencing and roofs, vehicle parts and

components, fuel and oils.

Oil and Grease EX N[] Sources include automobiles and machinery.

Trash/Debris EX N[] Sources include anthropogenic waste

Pesticides / Herbicides EX N[] Sources include pesticide and herbicide application

Sources include pesticide and herbicide application, pertoleum derived

Organic Compounds EX N[ chemicals

Other: E] N[]

Other: E] N[]

Other: E] N[]
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Table 2-1: Pollutants of Concern for Project Categories and Land Uses

General Pollutant Categories

Regulated Project .
Categories and/or Project Pz;t.hogen o Sediments /
Features Igatl:iz';?arlsl Nutrients Orog:ﬁc Pesticides / Totald d Trash & Oil &
( . Metals 9 Herbicides Suspgn € Debris Grease
Virus) Compounds Solids
Detached Residential £ N £ N £ £ £ £
Development
Attached Residential
@
Development E N E N E E E E
gce)\r/nerlgzrr?s:n: naustl E® E® E® E E® E® E E
Automotive Repair Shops N E N E N N E E
Restaurants E E® E® N E® ELQ) E E
Hillside Development
2 E N E N E E E E
(>5,000 ft<)
Streets and Parking Lots
(>5,000 ft2) E@ E E® E E® E E E
Retail Gasoline Outlets N E N E N N E E

E = Expected to be a concern in stormwater runoff

N = Not expected to be a concern in stormwater runoff

@) Expected pollutant if landscaping or open area is present on site, otherwise not expected.

2 Expected pollutant if the project includes uncovered parking areas, otherwise not expected.

) Expected pollutant if land use involves food or animal waste products, otherwise not expected.
)

)

(
3
(
(

4 Bacterial indicators are routinely detected in pavement runoff.
%) Expected pollutant if outdoor storage or metal roofs, otherwise not expected.
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Section 3  Site and Watershed Description

Describe and evaluate the physical conditions and limitations of the site and its receiving waters to determine
the applicability of potential BMPs. Provide a Site Map which shows how the developed portions of the project
site are divided into discrete Drainage Management Areas (DMAs); in order to manage runoff from each DMA
using Site Design Measures, Source Controls and/or Storm Water Treatment and Baseline Hydromodification
Measures'. Complete Form 3.1 for each DMA on the project site-use extra form copies as needed. Complete
Form 3-2 to describe the watershed attributes for the project site. Use additional copies of Form 3-2 if needed
for different DMAs.

Provide the following information in the Project Description:

e For the entire parcel, list and describe the proposed land uses, the area of each land use, and the
estimated imperviousness for each land use.

e List and show on the Site Map where facilities will be located and what activities will be conducted:

A

A

A

List what kinds of materials and products will be used (if known), how and where materials will be
received and stored (if applicable), and what kinds of wastes will be generated (if any).

Describe all paved areas, including the type of parking areas.

Describe all landscaped areas and open space areas (if any).

e For commercial and industrial projects:

A
A

A

Provide the Standard Industrial Classification (SIC) Code which best describes the facilities operations.
Describe the type of use (or uses) for each building or tenant space (if known).

If the project includes food preparation, cooking, and eating areas, specify the location and type of
area.

Describe delivery areas and loading docks (specify location, design, if below grade, and types of
materials expected to be transferred).

Describe outdoor materials storage areas (describe and depict location(s), specify type(s) of materials
expected to be stored).

Describe activities that will be routinely conducted outdoors.

Describe any activities associated with equipment or vehicle maintenance and repair, including
washing or cleaning.

Indicate the number of service bays or number of fueling islands/fuel pumps, if applicable.

1 Hydromodification controls apply only to projects that create or replace »x1-acre of impervious area. In addition, the
hydromodification requirement is met for projects which comply with Onsite Drainage Impact Prevention conditions
to control peak discharge for the 10-year, 24-hour storm event.

3-1
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9 Provide Detailed Narrative Project Description (including Project areas; Land uses; Land cover; and
Design elements):

The project proposes to develop 0.78 acres of undeveloped desert property into a commercial
development (47% Impeviousness) that will consist of aCommercial Building and associated parking lot.
Drainage improvments will include a stormwater stormtech chamber system, parking lot concrete curb
and gutter and v gutters. Stormwater will be conveyed to the stormtech chamber on the northereasterly
section of the site.

9 Provide a site map showing the Drainage Management Area(s) as described above, showing
drainage pathways and the proposed site design, source control, LID, and/or Storm Water
Treatment BMPs. Also show any subareas within the DMAs.

The comprehensive Site Map required for Section 6 can be used here.

SEE WQMP Exhibit
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Form 3-1:
Existing Hydrologic Characteristics for Drainage Area 12

For sub-watershed DMAs within Drainage

Area 1, provide the following information: DMAA DMAB DMAC

1 DMA drainage area (ft?) 413,020

2Existing site impervious area (ft?)

3 Antecedent moisture condition For
desert areas, use
http://www.shcounty.gov/dpw/floodcon
trol/pdf/20100412 map.pdf

4 Hydrologic soil group Refer to County
Hydrology Manual Addendum for Arid
Regions —
http://www.sbcounty.gov/dpw/floodcon
trol/pdf/20100412_addendum.pdf

® Longest flowpath length (ft)

® Longest flowpath slope (ft/ft)

" Current land cover type(s) Select from

Desert Brush
Fig C-3 of Hydrology Manual esert Brus

8 Pre-developed pervious area

condition: Based on the extent of wet season
vegetated cover: good >75%; Fair 50-75%; Poor
<50%

Attach photos of site to support
rating

2 Add additional sheets as needed.
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Site Characteristics

Fill out table with relevant information and include information regarding BMP sizing, suitability, and
feasibility, as applicable.

Form 3-2 Site Characteristics

Precipitation Zone Desert/Arid

Topography Topogrpahy Drains to the northeastat 1 -2 %

Drainage Drainage patterns are governed by surface topography which
Patterns/Connections drains to the northeast to Mesa Avenue .

Soil Type, Geology, and

L . Hesperia Loamy Fine Sand
Infiltration Properties

Hydrogeologic According to California department of water resources depth to
(Groundwater) Conditions groundwater is approximately 270 feet

Geotechnical Conditions

L . Ksat rates are estimated to be 2-6 inches/hr
(relevant to infiltration)

Off-Site Drainage

Utility and Infrastructure
Information

3-4
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Watershed Description

Fill out table: indicate the Receiving Waters and any Environmentally Sensitive Areas.

Form 3-3 Watershed Description for Drainage Area

X Check One Distance from Project Direction
Mojave River 8,900 ft West
Receiving waters Antelope Valley Wash
Oro Grande Wash
Unnamed Wash
MPD Drainage Channel

Applicable TMDLs
http://www.waterboards.ca.gov/water_issues None
/programs/tmdl/integrated2010.shtml

Mojave River

Mojave Forks Reservoir Outlet to Upper Narrows:
303(d) listed impairments 9 Fluoride
http://www.waterboards.ca.gov/water_issues

Upper Narrows to Lower Narrows:
/programs/tmdl/integrated2010.shtml P

1 Fluoride
M Sulfates
1 Total Dissolved Solids

Environmentally Sensitive Areas

(ESA) (habitat, plant/animal species)
Refer to Watershed Mapping Tool —
http://sbcounty.permitrack.com/WAP,

Or other reference relevant to the Mojave
River Watershed; such areas may fall under
the jurisdiction of other resource agencies
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Section4  Best Management Practices (BMP)

4.1 Site Assessment, Site Design Measures, and Source Control
BMPs

Regulated Projects shall conduct a Site Assessment, implement Site Design measures, and implement Source
Control BMPs that address site-specific pollutant sources.

4.1.1 Site Assessment

Fill out Form 4.1-1 to show the assessment of how Project site conditions such as soils, vegetation, and
flowpaths influence the placement of buildings and paved surfaces at the project, to facilitate capture and
treatment of runoff. Regulated Projects must evaluate site conditions and must consider optimizing overall
site design using the methods in Form 4.1-1. Use as much space as needed for complete explanation.

4.1.2 Site Design Measures

Use Form 4.1-2 to identify site design measures to reduce runoff generation and reduce the required Design
Capture Volume; based on the objective of achieving infiltration, evapotranspiration and/or
harvesting/reuse of the 85th percentile 24-hour storm runoff event. Site design measures shall be used to
reduce the amount of runoff, to the extent technically feasible, for which retention and runoff is required.
Describe the site design measures and drainage plan for each Drainage Management Area in the following
Forms, including:

A Anarrative of site design measures utilized or rationale for not using practices
A A narrative of how site plan incorporates preventive site design measures

A Include an attached Site Plan layout which shows how preventive site design measures are included
in the WQMP

A Provide specific information for each site design measure as it applies to the project

A An explanation of how Site Design practices are incorporated into the project or a rationale for not
incorporating them into the project
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Form 4.1-1: Site Assessment Checklist

Site Assessment
For site assessment elements below: if yes, explain how preventive site design practices are addressed in project site plan. If
no, explain why not included in the project and select other LID BMPs as needed to meet volume or flow design requirements

Define the development envelope and protected areas, identifying areas that are most suitable for development
and areas to be left undisturbed:

Yes[X] No[]

Explanation: Of the 9.5 acre drainage area only 40% plus is proposed to reamina in a pervious condition. There are no sensitive
areas onsite.

Concentrate development on portions of the site with less permeable soils and preserve areas that can promote
infiltration:

Yes[X] No [ ]

Explanation: Infiltration basin proposed in northwest corner where Hydrologic soil type exists.

Limit overall impervious coverage of the site with paving and roofs:
Yes[X] No []

Explanation: The proposed project will be limit impervious surfaces to 51% of the total project area

Preserve significant trees:

Yes[ ] No[X]

Tree Planting and Preservation - planting and preservation of healthy, established trees that include both
evergreens and deciduous, as applicable.

Explanation: No trees exist onsite.

Conform the site layout along natural landforms:
Yes[X] No[]

Explanation: Development will preserve existing topographic patterns and draina the site to the northeast.

Avoid excessive grading and disturbance of vegetation and soils:
Yes[X] No[]

Explanation: Grading will be limited to the footprint of the proposed project

Replicate the site's natural drainage patterns:
Yes[X] No []

Explanation: Existing Drainage patterns will be preserved

Detain and retain runoff throughout the site:

Yes[X] No[]

Explanation: Onsite flows will be retained and infiltrated through the retention basin. A dry well will be constructed in the
infiltation basin to facilitate rapid drawdown and infiltration of soils. Onlot infiltration basins to be provided for lots 6-14.

Stake off areas that will be used for landscaping to minimize compaction during construction:

Yes[X] No[]

Explanation: The SWPPP will identify landscape areas where compaction should be limited.
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Form 4.1-2:  Site Design Measures Checklist

Site Design Measures

For site design elements below: if yes, explain how site design practices are addressed in project site plan. If no, explain why
not included in the project and select other LID BMPs as needed to meet volume or flow design requirements

Set back development from creeks or washes, wetlands, and riparian habitats:

Yes[ ] No[X
A vegetated area including trees, shrubs, and herbaceous vegetation that exists or is established to protect a stream system,
lake reservoir, or coastal estuarine area.

Explanation: No creek, washes, wetalnds or riparien areas onsite.

Soil Quality Improvement and Maintenance - improvement and maintenance of soil through soil amendments
and creation of microbial community:

YesX] No []

Explanation: Soil ammendments will be added per the landscape architects direction.

Rooftop and Impervious Area Disconnection (Impervious Area Dispersion: HSC-2) - rerouting of rooftop drainage
pipes to engineered permeable/bioretention areas instead of the storm sewer:

Yes[X] No []

Explanation: Rooftops will be routed through front and side yard pervious landscaping prior to discharge.

Porous Pavement - pavement that allows runoff to pass through it, thereby reducing the runoff from a site and
surrounding areas and filtering pollutants:

Yes[ ] No[X]

Explanation: Porous pavement was not considered for this site due to the heavy amounts of windblown sediment that occur at
the site and financial constraints

Engineered Arid-Region Rock Swales or Vegetated Swales (bioretention/biofiltration) — a vegetated or rock-
lined, open-channel management practice designed to treat and attenuate stormwater runoff:

Yes ] No [X]

Explanation: Concrete gutters are proposed for this project.

Rain Barrels and Cisterns — system that collects and stores stormwater runoff from a roof or other impervious
surface:

Yes[ ] No[X]

Explanation: Due to financial constraints rain barrels or cisterns were not considrered for this project.
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The MS4 Permit (Section E.12.b) requires consideration of cisterns and green roofs. However, these BMPs
are typically not practical in this region. Engineered vegetated swales may be used provided measures are
taken to maximize the amount of drought tolerant vegetation. The project proponent should use locally
recommended vegetation types for landscaping which can be found in the following references:

City of Hesperia:

Approved Plant List - http://www.cityofhesperia.us/DocumentCenter/Home/View/384

San Bernardino County Special Districts:

Guide to High Desert Landscaping -
http://www.specialdistricts.orqg/Modules/ShowDocument.aspx?documentid=795

Recommended High-Desert Plants -
http://www.specialdistricts.org/modules/showdocument.aspx?documentid=553

Mojave Water Agency:

Desert Ranch: http://www.mojavewater.org/files/desertranchgardenprototype.pdf

Summertree: http://www.mojavewater.org/files/Summertree-Native-Plant-Brochure.pdf

Thornless Garden: http://www.mojavewater.org/files/thornlessgardenprototype.pdf

Mediterranean Garden: http://www.mojavewater.org/files/mediterraneangardenprototype.pdf

Lush and Efficient Garden: http://www.mojavewater.org/files/lushandefficientgardenprototype.pdf

Alliance for Water Awareness and Conservation (AWAC) outdoor tips — _http://hdawac.org/save-
outdoors.html

4.1.3 Source Control BMPs

Non-structural and structural source control BMPs are required for all Regulated Projects. Complete Forms
4.1-3 and 4.1-4 to describe specific source control BMPs which are required to be used in the WQMP or to
explain why a certain source-control BMP is not applicable. All source control BMPs must be implemented for
projects with the respective specific types of potential pollutant sources or activities.

The identified list of source control BMPs corresponds to the CASQA Stormwater BMP Handbook for New
Development and Redevelopment.
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Form 4.1-3 Non-Structural Source Control BMPs

Check One

Identifier Not If not applicable, state reason
Included

Applicable

Education of Property Owners, Tenants ]
and Occupants on Stormwater BMPs

Activity Restrictions

Landscape Management BMPs

BMP Maintenance

Title 22 CCR Compliance
(How development will comply)

Spill Contingency Plan

Underground Storage Tank Compliance No storage is proposed to be stored underground

Hazardous Materials Disclosure
Compliance

4-5



City of Hesperia: Regulated Project Water Quality Management Plan Template

Form 4.1-3 Non-Structural Source Control BMPs

Check One
Identifier If not applicable, state reason

Not
Included Applicable

X [

Uniform Fire Code Implementation

Litter/Debris Control Program

Employee Training

Housekeeping of Loading Docks No loading docks

Catch Basin Inspection Program

Vacuum Sweeping of Private Streets and
Parking Lots

Other Non-structural Measures for Public No other non structural measures are proposed
Agency Projects
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Form 4.1-4 Structural Source Control BMPs

Identifier

Check One

Included

Not
Applicable

If not applicable, state reason

Provide storm drain system stencilling and signage
(CASQA New Development BMP Handbook SD-13)

X

[

Design and construct outdoor material storage
areas to reduce pollution introduction (CASQA
New Development BMP Handbook SD-34)

[

X

No outdoor material storage areas are proposed

Design and construct trash and waste storage
areas to reduce pollution introduction (CASQA
New Development BMP Handbook SD-32)

Use efficient irrigation systems & landscape
design, water conservation, smart controllers, and
source control (Statewide Model Landscape
Ordinance; CASQA New Development BMP
Handbook SD-12)

Finish grade of landscaped areas at a minimum of
1-2 inches below top of curb, sidewalk, or
pavement

Protect slopes and channels and provide energy
dissipation (CASQA New Development BMP
Handbook SD-10)

Covered dock areas (CASQA New Development
BMP Handbook SD-31)

No dock areas

Covered maintenance bays with spill containment
plans (CASQA New Development BMP Handbook
SD-31)

Vehicle wash areas with spill containment plans
(CASQA New Development BMP Handbook SD-33)

No Vehicle wash areas

Covered outdoor processing areas (CASQA New
Development BMP Handbook SD-36)

No outdoor processing areas
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Form 4.1-4 Structural Source Control BMPs

Identifier

Name

Check One

Included

Not
Applicable

If not applicable, state reason

Equipment wash areas with spill containment
plans (CASQA New Development BMP Handbook
SD-33)

[

X

No equipment wash areas

Fueling areas (CASQA New Development BMP
Handbook SD-30)

No fueling areas

Hillside landscaping (CASQA New Development
BMP Handbook SD-10)

Wash water control for food preparation areas

Community car wash racks (CASQA New
Development BMP Handbook SD-33)

No community car wash
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4.2 Treatment BMPs

All site runoff from impervious areas must be addressed by onsite treatment BMPs. Any runoff from areas
within DMAs that is not addressed by proposed Site Design measures and Source Control BMPs must be
directed to one or more onsite BMPs designed to infiltrate, evapotranspire, and/or bioretain the design
capture volume as specified in 4.2.1.1, which include:

Infiltration/Bioretention BMPs
1 Bioretention: Basin; Rain Garden; Linear Landscape Area; Planter Box
9 Infiltration: Basin; Trench; Rock Landscape Feature; Pervious Pavement/Pavers

The BMPs must be demonstrated to be at least as effective as a bioretention system with the following design
parameters:

1) Maximum surface loading rate of 5 inches per hour, based on the flow rates calculated. A sizing factor of
4% of tributary impervious area may be used.

2) Minimum surface reservoir volume equal to surface area times a depth of 6 inches.

3) Minimum planting medium depth of 18 inches. The planting medium must sustain a minimum infiltration
rate of 5 inches per hour throughout the life of the project and must maximize runoff retention and pollutant
removal. A mixture of sand (60%-70%) meeting the specifications of American Society for Testing and
Materials (ASTM) C33 and compost (30%-40%) may be used.

4) Subsurface drainage/storage (gravel: Class 2 permeable material) layer with an area equal to the surface
area and having a minimum depth of 12 inches.

5) Underdrain with discharge elevation at top of gravel layer. Underdrain is optional for Class A and B soils.
6) No compaction of soils beneath the facility, or ripping/loosening of soils if compacted.

7) No liners or other barriers interfering with infiltration.

8) Appropriate plant palette per resources in section 4.1.2, above.

All BMPs must include pretreatment features recommended in CASQA Handbooks or equivalent guidance.

If the Project Engineer determines that it is infeasible to infiltrate, evapotranspire, and/or bioretain the entire
design capture volume, alternate treatment BMPs may be proposed to address any remaining portion of the
DCV. Subject to City approval of any Project BMP infeasibility determination, the following BMPs may be
considered:

Biotreatment/Treatment BMPs
9 Biofiltration: Bioretention/Planterbox with Underdrain

9 Filtration: Vegetated Buffer/Filter Strip; Swale; Trench with Underdrain
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9 Settling/Sedimentation:; Detention Basin; Extended Detention Basin
9 Other BMP designs subject to City approval

BMP designs must be consistent with the most current version of the following Guidance Resources:
9 CASQA Stormwater BMP Handbook for New Development and Redevelopment

9 Riverside County Design Handbook for Low Impact Development Best Management Practices:
http://www.floodcontrol.co.riverside.ca.us/NPDES/LIDBMP.aspx

BMPs must be sized using the methods in this WQMP Template.

If the project has more than one outlet for stormwater runoff, then complete additional versions of these
forms for each DMA / outlet.

4.2.1 Project Specific Hydrology Characterization®

The Project WQMP must meet the performance standards for post-development hydrology as specified in
Section E.12.e.ii.c of the MS4 Permit. These standards include runoff volume and flow rates for water quality
control (referred to as LID design capture volume and design flow rates).

Methods include:
4.2.1.1 Volume-Based Design Standard

For LID BMP Design Capture Volume (DCV), use the Ps method (Form 4.2-1). For pre- and post-development
hydrologic calculation, use methods in the San Bernardino Hydrology Manual: the Rational Method
approach for projects X640 acres; for projects greater than 640 acres (1.0 mi?), the Unit Hydrograph
Method (San Bernardino County Hydrology Manual Section E) shall be used.

3 Projects will also be required to comply with City flood protection requirements for Onsite and Offsite Drainage
Impact Mitigation.
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Form 4.2-1 LID BMP Performance Criteria for Design Capture Volume

Project area
(for DMA) (ft?):
SEE ATTACHMENT E
for DCV Calculations

Imperviousness after applying
preventative site design practices (Imp
%):

Runoff Coefficient (Rc): _
« = 0.858(Imp%)"3-0.78(Imp%)"2+0.774(Imp%)+0.04

Determine 1-hour rainfall depth for a 2-year return period Payr.1nr (in):
http://hdsc.nws.noaa.gov/hdsc/pfds/sa/sca_pfds.html

Compute Ps, Mean 6-hr Precipitation (inches):
Pe = Item 4 *C,, where C; =1.2371

Drawdown Rate 24-hrs[]
Use 24 hours as the default condition. 48-hrs[]

Compute design capture volume, DCV (ft3):
DCV = 1/12 * [Item 1* Item 3 *Item 5 * C2], where C; is a function of drawdown rate (24-hr = 1.582; 48-hr = 1.963)
Compute separate DCV for each outlet from the project site per site map from Form 3-1

Show calculations in detail - attach a separate sheet of calculations and a table that summarizes the sizing
parameters including size of impervious areas, relevant hydrologic characteristics, and design capture
volume (s) for each BMP and contributing drainage management area, and demonstrates that the design
criteria have been satisfied.

Retention volumes provided by implementation of site design measures can be credited to offset a portion
of the required onsite LID Design Capture Volume.

Any proposed retention/detention basins or underground systems must be reviewed and approved by the
City Engineer. The proposed design shall meet City Standards and design criteria established by the City
Engineer. A soils percolation test will be required for all onsite retention systems, using methods in
Appendix A of the Riverside County Design Handbook for Low Impact Development Best Management
Practices; available online at: http://www.floodcontrol.co.riverside.ca.us/NPDES/LIDBMP.aspx

4.2.1.2 Flow Based Design Criteria

Flow-based BMPs should be designed and sized to provide treatment for the estimated range of flow rates
expected from the DMA for the BMP. Calculate the target BMP flow rate, Q, using the formula:

Q=C*I*A

Where: Q =flowinft.3/s
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| = rainfall intensity = 0.2 inches/hour*
A = Drainage Area in acres
C = composite runoff coefficient for the DMA

! Use the default value of | = 0.2 inches/hour; or use project-specific |-value that will ensure flow-based BMPs
will effectively treat (or pre-treat) flows prior to discharge into onsite retention BMP(s) which must meet
volume retention standard provided in 4.2.1.1.

Show calculations in detail - attach a separate sheet of calculations and a table that summarizes the sizing
parameters including size of impervious areas, relevant hydrologic characteristics, and design flow rate (s)
for each BMP and contributing drainage management area, and demonstrates that the design criteria have
been satisfied.

4.3 BMP Selection and Sizing

Complete the following forms for each project site DMA to document that the proposed treatment
(LID/Infiltration/Bioretention) BMPs conform to the project DCV. Use additional form sheets as necessary to
describe the entire site. The forms help compute the following for onsite LID BMPs:

A Site Design BMPs (Form 4.3-1)
A Retention and Infiltration BMPs (Form 4.3-3) or
A Biotreatment BMPs (Form 4.3-4).

At the end of each form, additional fields facilitate the determination of the extent of mitigation provided by
the specific BMP category, allowing for use of the next category of BMP in the hierarchy, if necessary.

Complete Form 4.3-1 to determine the feasibility of applicable Site Design BMPs, and, if their implementation
is feasible, the extent of mitigation of the DCV.

Evaluate the use of combinations of LID BMPs, including all applicable Site Design BMPs, to maximize on-site
retention of the DCV.

4.3.1 Site Design BMP

The MS4 Permit (Section E.12.e) emphasizes the use of LID preventive measures. Site design measures shall
be used to reduce the amount of runoff, to the extent technically feasible, for which retention and runoff is
required. Therefore, all applicable Site Design Measures shall be provided except where they are mutually
exclusive with each other, or with other BMPs. Mutual exclusivity may result from overlapping BMP
footprints such that either would be potentially feasible by itself, but both could not be implemented.
Please note that while there are no numeric standards regarding the use of Site Design BMPs; if a project
cannot feasibly meet BMP sizing requirements overall or cannot fully address hydromodification, then the
feasibility of all applicable Site Design BMPs must be evaluated as part of demonstrating that the BMP
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system has been designed to retain the maximum feasible portion of the DCV. Complete Form 4.3-1 to
identify and calculate estimated retention volume from implementing site design BMP.

Form 4.3-1 Site Design BMPs

: ) ) . . DMA 4
1 Implementation of Impervious Area Dispersion BMP (i.e. DMA 2 DMA 3 BMP Type
routing runoff from impervious to pervious areas), excluding BMP Type BMP Type Infiltration
impervious areas planned for routing to on-lot infiltration Ammended Soil | Ammedned Soil Chamber (Use
BMP: YesDJ No[] If yes, complete Items 2-5; If no, Strip Stript Chamber additional forms for
proceed to Item 6 more BMPs)
2 Total impervious area draining to pervious area (ft2) 2964 2964 2827
3 Ratio of pervious area receiving runoff to impervious area 0.084 0.084 0.088
4 Retention volume achieved from impervious area 10.4 104 104

dispersion (ft3) V =Item2 * Item 3 * (0.5/12), assuming retention
of 0.5 inches of runoff

5 Sum of retention volume achieved from impervious area dis
6 Implementation of Localized On-lot Infiltration BMPs (e.g.

on-lot bioretention): Yes[X] No[] Ifyes, complete Items 7-
13 for aggregate of all on-lot infiltration BMP in each DA, If no,
proceed to Item 14

DA 2 DMA
BMP Type Onlot
Infiltration Basin

DA 3 DMA
BMP Type Onlot
Infiltration Basin

persion (ft3): 0 Vretention =Sum of Item 4 for all BMPs

DA 4 DMA
BMP Type Onlot
Infiltration Basin
(Use additional forms
for more BMPs)

! Ponding surface area (ft?) 433 433 433
8 ponding depth (ft) (min. 0.5 ft.) 0.5 0.5 0.5
9 Surface area of amended soil/gravel (ft2) 433 433 433
10 Average depth of amended soil/gravel (ft) (min. 1 ft.) 1.0 1.0 1.0
11 Average porosity of amended soil/gravel 40 40 40
12 petention volume achieved from on-lot infiltration (ft3) 389.7 389.7 389.7
Vietention = (Item 7 *Item 8) + (Item 9 * Item 10 * Item 11)
13 Runoff volume retention from on-lot infiltration (ft3): Vietention =Sum of Item 12 for all BMPs

DMA
14 Implementation of Street Trees: Yes [ ] No [X] BMPD"I\'AyAEJe BMPD!\I'A)'/Ape BMP Type

If yes, complete Items 14-18. If no, proceed to Item 19

(Use additional forms
for more BMPs)

15 Number of Street Trees

16 Average canopy cover over impervious area (ft2)

17 Runoff volume retention from street trees (ft3)

Vretention = Item 15 * [tem 16 * (0.05/12) runoff retention = 0.05 in

4-13



Form 4.3-1 Site Design BMPs

1 Implementation of Impervious Area Dispersion BMP (i.e. DA5 DMA DA6 DMA DA 7 DMA
routing runoff from impervious to pervious areas), excluding BMP Type BMP Type BMP Type
impervious areas planned for routing to on-lot infiltration Ammended Soil | Ammended Soil Ammended Soil
BMP: Yes[ ] No[X] Ifyes, complete Items 2-5; If no, Strip Strip Strip  (Use additional
proceed to Item 6 forms for more BMPs)
2 Total impervious area draining to pervious area (ft?) 2964 2827 2964
3 Ratio of pervious area receiving runoff to impervious area 0.084 0.088 0.084
4 . ! : )

Retention volume achieved from impervious area 10.4 104 10.4
dispersion (ft3) V=Item2 * Item 3 * (0.5/12), assuming retention
of 0.5 inches of runoff
5 Sum of retention volume achieved from impervious area dispersion (ft3): 0 Vietention =Sum of Item 4 for all BMPs

DA7 DMA

6 Implementation of Localized On-lot Infiltration BMPs (e.g.

on-lot rain gardens): Yes[ ] No[X] Ifyes, complete Items 7-
13 for aggregate of all on-lot infiltration BMP in each DA,; If no,
proceed to Item 14

DA 5 DMA
BMP Type Onlot
Infiltration Basin

DA 6 DMA
BMP Type Onlot
Infiltration Basin

BMP Type Onlot
Infiltration Basin
(Use additional forms
for more BMPs)

/ Ponding surface area (ft2) 433 433 433
8 ponding depth (ft) (min. 0.5 ft.) 0.5 05 05
9 Surface area of amended soil/gravel (ft2) 433 433 433
10 Average depth of amended soil/gravel (ft) (min. 1 ft.) 1 1 1
11 Average porosity of amended soil/gravel 40 40 40
12 petention volume achieved from on-lot infiltration (ft3) 389.7 389.7 389.7

Vretention = (Item 7 *Item 8) + (Item 9 * Item 10 * Item 11)




Form 4.3-1 Site Design BMPs

1 Implementation of Impervious Area Dispersion BMP (i.e. DA 8 DMA DA 9 DMA DA 10 DMA
routing runoff from impervious to pervious areas), excluding BMP Type BMP Type BMP Type _
impervious areas planned for routing to on-lot infiltration Ammended Soil | Ammended Soil | _Ammended Soil
BMP: Yes[ ] No[X] Ifyes, complete Items 2-5; If no, Strip Strip Strip  (Use additional
proceed to Item 6 forms for more BMPs)
2 Total impervious area draining to pervious area (ft?) 2827 2964 2827
3 Ratio of pervious area receiving runoff to impervious area 0.088 0.084 0.088
4 Retention volume achieved from impervious area 10.4 10.4 10.4
dispersion (ft3) V=Item2 * Item 3 * (0.5/12), assuming retention
of 0.5 inches of runoff
5 Sum of retention volume achieved from impervious area dispersion (ft3): 0 Vietention =Sum of Item 4 for all BMPs

DA 10 DMA

6 Implementation of Localized On-lot Infiltration BMPs (e.g.

on-lot rain gardens): Yes[ ] No[X] Ifyes, complete Items 7-
13 for aggregate of all on-lot infiltration BMP in each DA,; If no,
proceed to Item 14

DA 8 DMA
BMP Type Onlot
Infiltration Basin

DA 9 DMA
BMP Type Onlot
Infiltration Basin

BMP Type Onlot
Infiltration Basin
(Use additional forms
for more BMPs)

! Ponding surface area (ft?) 433 433 433
8 ponding depth (ft) (min. 0.5 ft.) 0.5 05 05
9 Surface area of amended soil/gravel (ft2) 433 433 433
10 Average depth of amended soil/gravel (ft) (min. 1 ft.) 1.0 1.0 1.0
11 Average porosity of amended soil/gravel 40 40 40
12 Retention volume achieved from on-lot infiltration (ft3) 389.7 389.7 389.7

Vretention = (Item 7 *Item 8) + (Item 9 * Item 10 * Item 11)
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Form 4.1-2:  Site Design Measures Checklist

Site Design Measures

For site design elements below: if yes, explain how site design practices are addressed in project site plan. If no, explain why
not included in the project and select other LID BMPs as needed to meet volume or flow design requirements

Set back development from creeks or washes, wetlands, and riparian habitats:

Yes[ ] No[X
A vegetated area including trees, shrubs, and herbaceous vegetation that exists or is established to protect a stream system,
lake reservoir, or coastal estuarine area.

Explanation: No creek, washes, wetalnds or riparien areas onsite.

Soil Quality Improvement and Maintenance - improvement and maintenance of soil through soil amendments
and creation of microbial community:

YesX] No []

Explanation: Soil ammendments will be added per the landscape architects direction.

Rooftop and Impervious Area Disconnection (Impervious Area Dispersion: HSC-2) - rerouting of rooftop drainage
pipes to engineered permeable/bioretention areas instead of the storm sewer:

Yes[X] No []

Explanation: Rooftops will be routed through front and side yard pervious landscaping prior to discharge.

Porous Pavement - pavement that allows runoff to pass through it, thereby reducing the runoff from a site and
surrounding areas and filtering pollutants:

Yes[ ] No[X]

Explanation: Porous pavement was not considered for this site due to the heavy amounts of windblown sediment that occur at
the site and financial constraints

Engineered Arid-Region Rock Swales or Vegetated Swales (bioretention/biofiltration) — a vegetated or rock-
lined, open-channel management practice designed to treat and attenuate stormwater runoff:

Yes ] No [X]

Explanation: Concrete gutters are proposed for this project.

Rain Barrels and Cisterns — system that collects and stores stormwater runoff from a roof or other impervious
surface:

Yes[ ] No[X]

Explanation: Due to financial constraints rain barrels or cisterns were not considrered for this project.
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18 Runoff volume retention from street tree BMPs (ft3): Vietntion = Sum of Item 17 for all BMPs

19

Total Retention Volume from Site Design BMPs: 0 Sum of Items 5, 13 and 18

4.3.2 Retention/Infiltration BMPs

Use Form 4.3-2 to compute the volume of runoff captured by proposed onsite retention/infiltration BMPs.
Volume retention estimates are sensitive to the percolation rate used, which determines the amount of runoff
that can be infiltrated within the specified drawdown time. The infiltration safety factor reduces field
measured percolation to account for potential inaccuracy associated with field measurements, declining BMP
performance over time, and compaction during construction.

4.3.2.1 Allowed Variations for Special Site Conditions

The bioretention system design parameters of this Section may be adjusted for the following special site
conditions:

1) Facilities located within 10 feet of structures or other potential geotechnical hazards established by the
geotechnical expert for the project may incorporate an impervious cutoff wall between the bioretention
facility and the structure or other geotechnical hazard.

2) Facilities with documented high concentrations of pollutants in underlying soil or groundwater, facilities
located where infiltration could contribute to a geotechnical hazard, and facilities located on elevated plazas
or other structures may incorporate an impervious liner and may locate the underdrain discharge at the
bottom of the subsurface drainage/storage layer (this configuration is commonly known as a “flow-through
planter”).

3) Facilities located in areas of high groundwater, highly infiltrative soils or where connection of underdrain
to a surface drain or to a subsurface storm drain are infeasible, may omit the underdrain.

4) Facilities serving high-risk areas such as fueling stations, truck stops, auto repairs, and heavy industrial sites
must provide adequate pretreatment to address pollutants of concern; these high-risk areas should be
isolated from storm water runoff or bioretention areas to prevent any chance of spill migration.
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Form 4.3-2 Infiltration LID BMP - including underground BMPs
(per DMA)

1 Remaining LID DCV not met by site design BMP (ft3): 9694 Vuumet = Form 4.2-1 Item 7 - Form 4.3-2 Item19

BMP Type Use columns to the right to compute runoff volume retention
from proposed infiltration BMP - Use additional forms for more BMPs

DMA 1
BMP Type
Infiltration Basin

DMA
BMP Type

DMA3
BMP Type Infiltration
Basin
(Use additional forms
for more BMPs)

2 Infiltration rate of underlying soils (in/hr)

3 Infiltration safety factor (from percolation test method below*)

4 Design percolation rate (in/hr) Pgesign = Item 2 / Item 3

5 Ponded water drawdown time (hr) Copy Item 6 in Form 4.2-1

6 Maximum ponding depth (ft) 6 ft maximum per City code

7 Ponding Depth (ft) dawe= Minimum of (1/12*Item 4*Item 5) or Item 6

8 Infiltrating surface area, SAgwp (ft2)

9 Amended soil depth, dmedia (ft) If applicable Only included in

certain BMP types

10 Amended soil porosity

11 Gravel depth, dmedia (ft) Only included in certain BMP types

12 Gravel porosity

13 Duration of storm as basin is filling (hrs) Typical ~ 3hrs

14 Above Ground Retention Volume (ft8) Vretention = Item 8 * [Item7 +

(Item 9 * Item 10) + (Item 11 * [tem 12) + (Item 13 * (Item 4 / 12))]

3

27,209.7

1

5 Underground Retention Volume (ft3) Volume determined using
manufacturer’s specifications and calculations

16 Total Retention Volume from LID Infiltration BMPs: 27,209.7 (Sum of Items 14 and 15 for all infiltration BMPs included in plan)

17 Fraction of DCV achieved with infiltration BMP: 100+% Retention% = Item 16 / Form 4.2-1 Item 7

18

Is full LID DCV retained onsite with combination of hydrologic source control and LID retention/infiltration BMPs? Yes X1 No[]

*Appendix A of the Riverside County Design Handbook for Low Impact Development Best Management Practices;
available online at: http://www.floodcontrol.co.riverside.ca.us/NPDES/LIDBMP.aspx
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4.3.3 Biotreatment BMP

Biotreatment BMPs may be considered if the full LID DCV cannot be met by maximizing retention and
infiltration. A key consideration when using biotreatment BMP is the effectiveness of the proposed BMP in
addressing the pollutants of concern for the project).

Use Form 4.3-3 to summarize the potential for volume based and/or flow based biotreatment options to
biotreat the remaining unmet LID DCV. Biotreatment computations are included as follows:

9 Use Form 4.3-4 to compute biotreatment in small volume based biotreatment BMP (e.g. bioretention
w/underdrains);

1 Use Form 4.3-5 to compute biotreatment in large volume based biotreatment BMP (e.g. extended
detention);

9 Use Form 4.3-6 to compute sizing criteria for flow-based biotreatment BMP (e.g. bioswales)

Form 4.3-3 Selection and Evaluation of Biotreatment BMP (per DMA)

1 Remaining LID DCV not met by site design ,or List pO”UtantS of concern COpy from Form 2.3-1.

infiltration, BMP for potential biotreatment (ft3): 0
Form 4.2-1 Iltem 7 - Form 4.3-2 Item 19 — Form 4.3-3 Item 16

Volume-based biotreatment Flow-based biotreatment
Use Forms 4.3-5 and 4.3-6 to compute treated volume Use Form 4.3-7 to compute treated flow

2 Biotreatment BMP Selected

(Select biotreatment BMP(s) ] ] ) ]
necessary to ensure all pollutants of [ Bioretention with underdrain ] Rock or Vegetated swale

concern are addressed through Unit (] Planter box with underdrain ] Vegetated buffer/filter strip
Operations and Processes ] Dry extended detention ] Proprietary biotreatment

3 Volume biotreated in volume based 4 Compute remaining LID DCV with 5 Remaining fraction of LID DCV for

biotreatment BMP (ft3): Form 4.3- | implementation of volume based biotreatment | sizing flow based biotreatment BMP:
5 Item 15 + Form 4.3-6 Iltem 13 BMP (ft3): Item 1 - Item 3 % Item4 /Item1

6 Flow-based biotreatment BMP capacity provided (cfs):

7 Metrics for MEP determination:

1

Provided a WQMP with the portion of site area used for suite of LID BMP equal to minimum thresholds for the proposed

category of development: |:|
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Form 4.3-4 Volume Based Biotreatment (DA 1) —
Bioretention and Planter Boxes with Underdrains

DMA
BMP Type
BMP Type BMP Type (Use additional forms
for more BMPs)

Blgtreatment BMP Typ_e _ DMA DMA
(Bioretention w/underdrain, planter box w/underdrain, other
comparable BMP)

1 Pollutants addressed with BMP  List all pollutants of concern that

will be effectively reduced through specific Unit Operations and
Processes

2 Amended soil infiltration rate Typical ~ 5.0

3

Amended soil infiltration safety factor Typical ~ 2.0

4 Amended soil design percolation rate (in/hr) Pgesign = Item 2 /
Item 3

5

Ponded water drawdown time (hr) Copy Item 6 from Form 4.2-1

6 Maximum ponding depth (ft) 6 ft maximum per City code

7 Ponding Depth (ft) dawe= Minimum of (1/12 * Item 4 * Item 5) or
Item 6

8

Amended soil surface area (ft?)

9 Amended soil depth (ft)

10 Amended soil porosity, n

11 Gravel depth (ft)
12

Gravel porosity, n

13 Duration of storm as basin is filling (hrs) Typical ~ 3hrs

14

Biotreated Volume (ft®)  Vbiotreated = Item 8 * [(Item 7/2) + (Item 9
* [tem 10) +(Item 11 * Item 12) + (Item 13 * (Item 4 / 12))]

15 Total biotreated volume from bioretention and/or planter box with underdrains BMP:
Sum of Item 14 for all volume-based BMPs included in this form
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Form 4.3-5 Volume Based Biotreatment (per DMA) —
Extended Detention

) DMA
Biotreatment BMP Type DMA BMP Type

Extended dry detention, or other comparable proprietary BMP. If BMP
includes multiple modules

(E.g. forebay and main basin), provide separate estimates for storage
and pollutants treated in each module.

BMP Type (Use additional forms
for more BMPs)

Forebay Forebay Basin

1 Pollutants addressed with BMP forebay and basin

List all pollutant of concern that will be effectively reduced through
specific Unit Operations and Processes

2 Bottom width (ft)

3 Bottom length (ft)

4 Bottom area (ft?) Avotom = Item 2 * Item 3

5 Side slope (ft/ft)

6 Depth of storage (ft)

/ Water surface area (ft?)
Asurtace =(Item 2 + (2 * Item 5 * Item 6)) * (Item 3 + (2 * [tem 5 * Item 6))

8 Storage volume (ft3) For BMP with a forebay, ensure fraction of

total storage is within ranges specified in BMP specific fact sheets
V=ltem6/3 *[Iltem4 + Item 7 + (Item 4 * [tem 7)"0.5]

9 Drawdown Time (hrs) Copy Item 6 from Form 2.1

10 Outflow rate (cfs) Qemp = (Item Brorenay + Item 8asin) / (Item 9 * 3600)

11 Duration of design storm event (hrs)

12 Biotreated Volume (ft)

Vhbiotreated = (It€M Brorebay + [teM 8pasin) +( Item 10 * Item 11 * 3600)

13 Total biotreated volume from extended detention :

(Sum of Item 12 for all BMP included in plan)

4-18



City of Hesperia: Regulated Project Water Quality Management Plan Template

Form 4.3-6 Flow Based Biotreatment (per DMA)

DMA

DMA DMA BMP Type
BMP Type BMP Type (Use additional forms
for more BMPs)

Biotreatment BMP Type
Vegetated swale, vegetated filter strip, or other comparable proprietary
BMP

1 Pollutants addressed with BMP

List all pollutant of concern that will be effectively reduced through
specific Unit Operations and Processes

2 Flow depth for water quality treatment (ft)
BMP specific

3 Bed slope (ft/ft)
BMP specific,

4 Manning's roughness coefficient

5 Bottom width (ft)

6 Side Slope (ft/ft)
BMP specific

7 Cross sectional area (ft?)
A=(Item5 * Item 2) + (Item 6 * Item 2"?)

8 Water quality flow velocity (ft/sec)
V= Form4.3-5Iltem6/ Item7

9 Hydraulic residence time (min)

10/ ength of flow based BMP (ft)
L=Item8 * Item 9 * 60

11 Water surface area at water quality flow depth (ft2)
SAwp = (Item 5 + (2 * Item 2 * [tem 6)) * Item 10
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City of Hesperia: Regulated Project Water Quality Management Plan Template

4.3.5 Conformance Summary

Complete Form 4.3-7 to demonstrate how on-site LID DCV is met with proposed site design, infiltration,
and/or biotreatment BMP. The bottom line of the form is used to describe the basis for infeasibility
determination for on-site LID BMP to achieve full LID DCV, and provides methods for computing remaining
volume to be addressed in an alternative compliance plan. If the project has more than one outlet, then
complete additional versions of this form for each outlet.

Form 4.3-7 Conformance Summary and Alternative
Compliance Volume Estimate (DA 1)

1 Total LID DCV for the Project DA-1 (ft3): 9,694 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 27,209.7 Copy Item 16 in Form 4.3-3

& On-site biotreatment with volume based biotreatment BMP (ft3): Copy Item 3in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes X No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5Item 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

/ If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following measures of equivalent effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; [ ]

3) Equal or greater protection against shock loadings and spills; [ ]

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]
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Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 2)

1 Total LID DCV for the Project DA-1 (ft3): 197 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3):389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 3)

1 Total LID DCV for the Project DA-1 (ft3): 194 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 4)

1 Total LID DCV for the Project DA-1 (ft3): 187 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 5)

1 Total LID DCV for the Project DA-1 (ft3): 194 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 6)

1 Total LID DCV for the Project DA-1 (ft3): 187 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 7)

1 Total LID DCV for the Project DA-1 (ft3): 194 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 8)

1 Total LID DCV for the Project DA-1 (ft3): 187 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 9)

1 Total LID DCV for the Project DA-1 (ft3): 194 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




Form 4.3-8 Conformance Summary and Alternative
Compliance Volume Estimate (DA 10)

1 Total LID DCV for the Project DA-1 (ft3): 192 Copy Item 7 in Form 4.2-1

2 On-site retention with site design BMP (ft3): 0 Copy Item18 in Form 4.3-2

3 On-site retention with LID infiltration BMP (ft3): 389.7 Copy Item 16 in Form 4.3-3

4 On-site biotreatment with volume based biotreatment BMP (ft3): 0  Copy Item 3 in Form 4.3-4

5 Flow capacity provided by flow based biotreatment BMP (cfs): 0 Copy Item 6 in Form 4.3-4

6 LID BMP performance criteria are achieved if answer to any of the following is “Yes”:

1 Full retention of LID DCV with site design or infiltration BMP: Yes[X] No[]
If yes, sum of Items 2, 3, and 4 is greater than Item 1

1 Combination of on-site retention BMPs for a portion of the LID DCV and volume-based biotreatment BMP that
address all pollutants of concern for the remaining LID DCV: Yes [INo[]
If yes, a) sum of Items 2, 3, 4, and 5 is greater than Item 1, and Items 2, 3 and 4 are maximized; or b) Item 6 is greater than Form
4.3--5tem 6 and Items 2, 3 and 4 are maximized

A On-site retention and infiltration is determined to be infeasible; therefore biotreatment BMP provides biotreatment
for all pollutants of concern for full LID DCV: Yes[ ] No[]
If yes, Form 4.3-1 Items 7 and 8 were both checked yes

7 If the LID DCV is not achieved by any of these means, then the project may be allowed to develop an alternative
compliance plan. Check box that describes the scenario which caused the need for alternative compliance:

1 Combination of Site Design, retention and infiltration, , and biotreatment BMPs provide less than full LID DCV capture:

O

Checked yes if Form 4.3-4 Item 7is checked yes, Form 4.3-4 Item 6 is zero, and sum of Items 2, 3, 4, and 5 is less than Item 1. If so,
apply water quality credits and calculate volume for alternative compliance, Var = (Item 1 —Item 2 —Item 3 — [tem 4 — Item 5) * (100 -
Form 2.4-1 Item 2)%

Facilities, or a combination of facilities, of a different design than in Section E.12.e.(ii)(f) may be permitted if all of the
following Phase Il Small MS4 General Permit 2013-0001-DWQ 55 February 5, 2013 measures of equivalent
effectiveness are demonstrated:

1) Equal or greater amount of runoff infiltrated or evapotranspired; [ ]

2) Equal or lower pollutant concentrations in runoff that is discharged after biotreatment; []

3) Equal or greater protection against shock loadings and spills; []

4) Equal or greater accessibility and ease of inspection and maintenance. [ ]




City of Hesperia: Regulated Project Water Quality Management Plan Template

Section 5 Inspection and Maintenance Responsibility
for Post-Construction BMPs

All BMPs included as part of the project WQMP are required to be maintained through regular scheduled
inspection and maintenance. Fully complete Form 5-1 summarizing all BMPs included in the WQMP. Attach
additional forms as needed. The WQMP shall also include a detailed Operation and Maintenance Plan for all
BMPs and a Maintenance Agreement prepared using the Template in Attachment A. The Maintenance
Agreement must also be attached to the WQMP.

Note that the Maintenance Agreement must be completed, signed, notarized, and submitted to the
City before construction permits are issued, and must be recorded before final inspection and
submitted to the City

Form 5-1 BMP Inspection and Maintenance
(use additional forms as necessary)

. Inspection/ Maintenance Minimum Frequency
BMP Reponsible Party(s) Activities Required of Activities
Lot A . . . .
- . . . Biannual inspection, Remove when sediment .
Infiltratio City of Hesperia . . biannual
. accumulation exceeds 6 inches
n Basin
Dry Well . . . .
y . . Biannual inspection, Remove when sediment .
Seepage City of Hesperia . . biannual
Pit accumulation exceeds 50% of settling chamber
Clear and remove accumulated sand and debris
in parking lots. Sweep pavement in lue of using
. . hose or water spray.Ensure stormwater runoff is
Roadway City of Hesperia . bray . . Monthly
not impeded by deposit of debris and
accumulated sediment. Inspeciton and
maintenance to be performed by cityu staff.
Storm Drain stencil to be inpsected annually for
Storm . .
. . . degradation and wear. Faded or worn stencil that
Drain City of Hesperia - - . - Anually
. is not legible shall be repainted to ensure stencil
Stencil . .
is legible.
Onlot . . . . .
. . Private property Biannual inspection, Remove when sediment .
Infiltratio . . biannual
. owner accumulation exceeds 3 inches
n Basins
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Section6 WQMP Attachments

6.1 BMP Exhibit (Site Plan)

Include a BMP Exhibit (Site Plan), at a size no less than 24” by 36,” which includes the following minimum
information:

9 Insertin the title block (lower right hand corner) of BMP Exhibit: the WQMP Number (assigned by
staff) and the grading/building or Planning Application permit numbers

Project location (address, tract/lot number(s), etc.)

Site boundary

Land uses and land covers, as applicable

Suitability/feasibility constraints

Locations of Structural Source Control, LID, and Treatment BMPs
Drainage delineations and flow information

Delineate the area being treated by each structural BMP

GIS coordinates for LID and Treatment Control BMPs

Drainage connections

BMP details

A 4 A4 -4 A4 -4 A -2 -5 -2 -2

Preparer name and stamp
9 Operations and Maintenance Plan as Plan Notes

Please do not include any areas outside of the project area or any information not related to drainage or
water quality. The approved BMP Exhibit (Site Plan) shall be submitted as a plan sheet on all grading and
building plan sets submitted for plan check review and approval. The BMP Exhibit shall be at the same
size as the rest of the plan sheets in the submittal and shall have an approval stamp and signature prior
to plan check submittal.

6.2 Operation and Maintenance Plan

Develop and attach an Operation and Maintenance Plan for the project BMPs. The Operation and
Maintenance Plan must address the following concerns:

What maintenance activities is/are needed based on BMP design features and operation?
How frequently will maintenance be performed?

What conditions will trigger maintenance activities?

= = 4 -2

Who is/are responsible for these activities?
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What inspections are required, and what must be inspected?
How frequently will inspections be required to be conducted?

Who will conduct inspections?

= =4 4 -2

What inspection and maintenance records will be kept and be available for review?

Detailed descriptions of BMP maintenance activities are provided in these references:

Chapter 5 in the Riverside County WQMP Guidance Document:
http://www.waterboards.ca.gov/santaana/water issues/programs/stormwater/docs/rcpermit/wgmp/fi
nal/Santa Ana WOMP_ FINAL.pdf

Los Angeles County Stormwater BMP Operations and Maintenance Manual :
http://dpw.lacounty.gov/DES/design _manuals/StormwaterBMPDesignandMaintenance.pdf

6.3 Electronic Data Submittal

Minimum requirements include submittal of PDF exhibits in addition to hard copies. Format must not
require specialized software to open.

6.4 Maintenance Agreement
Attach Maintenance Agreement for BMPs to the WQMP.

6.5 Other Supporting Documentation

A Activity Restriction — CC&R’s & Lease Agreements; if applicable

6.6 Submittal and Recordation of Water Quality
Management Plan

Following approval of the Final Project-Specific WQMP, two copies of the approved WQMP (including
BMP Exhibit, Operations and Maintenance (O&M) Plan, and Appendices) shall be submitted. In
addition, these documents shall be submitted in a PDF format.

Each approved WQMP (including BMP Exhibit, Operations and Maintenance (O&M) Plan, and
Appendices) shall be recorded in the San Bernardino County Clerk-Recorder’s Office, prior to close-out
of grading and/or building permit. Educational Materials are not required to be included.
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Attachment A

WQMP Maintenance Agreement Template



RECORDING REQUESTED BY:
City of Hesperia
Development Services Department

AND WHEN RECORDED MAIL TO:
City of Hesperia
Development Services Department
9700 Seventh Avenue
Hesperia, CA 92345

SPACE ABOVE THIS LINE FOR RECORDER’S USE

COVENANT AND AGREEMENT REGARDING WATER QUALITY MANAGEMENT PLAN AND STORMWATER BEST
MANAGEMENT PRACTICES TRANSFER, ACCESS AND MAINTENANCE

THIS PAGE ADDED TO PROVIDE ADEQUATE SPACE FOR RECORDING INFORMATION
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Covenant and Agreement Regarding Water Quality Management Plan and Stormwater Best Management
Practices Transfer, Access and Maintenance

Covenant and Agreement Regarding Water Quality Management Plan and Stormwater
Best Management Practices Transfer, Access and Maintenance

OWNER NAME:

PROPERTY ADDRESS:

APN:

THIS AGREEMENT is made and entered into in

, California, this day of

, by and between

, hereinafter

referred to as Owner, and the CITY OF HESPERIA, a political subdivision of the State of California, hereinafter
referred to as “the City”;

WHEREAS, the Owner owns real property (“Property”) in the State of California, County of San Bernardino, located
at [STREET ADDRESS] within the City of Hesperia, more commonly referred to as San Bernardino County Tax
Assessor Parcel No. [APN Number] specifically described in Exhibit “A” and depicted in Exhibit “B”, each of which is
attached hereto and incorporated herein by this reference; and

WHEREAS, at the time of initial approval of the development project known as
within the Property described herein, the City

required the project to employ Best Management Practices, hereinafter referred to as “BMPs,” to minimize
pollutants in urban runoff; and

WHEREAS, the Owner has chosen to install and/or implement BMPs as described in the Water Quality
Management Plan, dated , on file with the City and incorporated herein by this
reference, hereinafter referred to as “WQMP”, to minimize pollutants in stormwater and urban runoff and to
minimize other adverse impacts of stormwater and urban runoff; and

WHEREAS, said WQMP has been certified by the Owner and reviewed and approved by the City; and

WHEREAS, the Owner is aware that periodic and continuous maintenance, including, but not necessarily limited to,
filter material replacement and sediment removal, is required to assure peak performance of all BMPs in the
WQMP and that, furthermore, such maintenance activity will require compliance with all Local, State, or Federal
laws and regulations, including those pertaining to confined space and waste disposal methods, in effect at the
time such maintenance occurs.
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Covenant and Agreement Regarding Water Quality Management Plan and Stormwater Best Management
Practices Transfer, Access and Maintenance

NOW THEREFORE, it is mutually stipulated and agreed as follows:
1. Owner shall comply with the WQMP.

2. All maintenance or replacement of any BMPs specified within the approved WQMP is the sole responsibility of
the Owner in accordance with the terms of this Agreement.

3. Owner hereby provides the City’s designee complete access, of any duration, to the BMPs and their immediate
vicinity at any time, upon reasonable notice, or in the event of emergency, as determined by the City, no advance
notice, for the purpose of inspection, sampling, testing of the BMPs, and in case of emergency, to undertake all
necessary repairs or other preventative measures at owner’s expense as provided in paragraph 5 below. The City
shall make every effort at all times to minimize or avoid interference with Owner’s use of the Property. Denial of
access to any premises or facility that contains WQMP features is a breach of this Agreement and may also be a
violation of the Clean Water Act, the California Water Code, and/or the City’s NPDES Permit Implementation
regulations. If there is reasonable cause to believe that an illicit discharge or breach of this Agreement is occurring
on the premises then the authorized enforcement agency may seek issuance of a search warrant from any court of
competent jurisdiction in addition to other enforcement actions. Owner recognizes that the City may perform
routine and regular inspections, as well as emergency inspections, of the BMPs. Owner or Owner’s successors or
assigns shall pay City for all costs incurred by City in the inspection, sampling, testing of the BMPs within thirty (30)
calendar days of City invoice.

4. Owner shall use its best efforts diligently to maintain all BMPs in a manner assuring peak performance at all
times. All reasonable precautions shall be exercised by Owner and Owner’s representative or contractor in the
removal and extraction of any material(s) from the BMPs and the ultimate disposal of the material(s) in a manner
consistent with all relevant laws and regulations in effect at the time. As may be requested from time to time by
the City, the Owner shall provide the City with documentation identifying the material(s) removed, the quantity,
and disposal destination, testing construction or reconstruction.

5. In the event Owner, or its successors or assigns, fails to accomplish the necessary maintenance contemplated
by this Agreement, within five (5) business days of being given written notice by the City, the City is hereby
authorized to cause any maintenance necessary to be done and charge the entire cost and expense against the
Property and/or to the Owner or Owner’s successors or assigns, including administrative costs, attorney’s fees and
interest thereon at the maximum rate authorized by the City Code from the date of the notice of expense until
paid in full. Owner or Owner’s successors or assigns shall pay City within thirty (30) calendar days of City invoice.

6. The City may require the owner to post security in form and for a time period satisfactory to the City to
guarantee the performance of the obligations stated herein. Should the Owner fail to perform the obligations
under the Agreement, the City may, in the case of a cash bond, act for the Owner using the proceeds fromit, or in
the case of a surety bond, require the surety (ies) to perform the obligations of this Agreement.
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7. The City agrees, from time to time, within ten (10) business days after request of Owner, to execute and deliver
to Owner, or Owner's designee, an estoppel certificate requested by Owner, stating that this Agreement is in full
force and effect, and that Owner is not in default hereunder with regard to any maintenance or payment
obligations (or specifying in detail the nature of Owner's default). Owner shall pay all costs and expenses incurred
by the City in its investigation of whether to issue an estoppel certificate within thirty (30) calendar days after
receipt of a City invoice and prior to the City’s issuance of such certificate. Where the City cannot issue an
estoppel certificate, Owner shall pay the City within thirty (30) calendar days of receipt of a City invoice.

8. Owner shall not change any BMPs identified in the WQMP without an amendment to this Agreement approved
by authorized representatives of both the City and the Owner.

9. City and Owner shall comply with all applicable laws, ordinances, rules, regulations, court orders and
government agency orders now or hereinafter in effect in carrying out the terms of this Agreement. If a provision
of this Agreement is terminated or held to be invalid, illegal or unenforceable, the validity, legality and
enforceability of the remaining provisions shall remain in full effect.

10. In addition to any remedy available to City under this Agreement, if Owner violates any term of this
Agreement and does not cure the violation within the time already provided in this Agreement, or, if not provided,
within thirty (30) calendar days, or within such time authorized by the City if said cure reasonably requires more
than the subject time, the City may bring an action at law or in equity in a court of competent jurisdiction to
enforce compliance by the Owner with the terms of this Agreement. In such action, the City may recover any
damages to which the City may be entitled for the violation, enjoin the violation by temporary or permanent
injunction without the necessity of proving actual damages or the inadequacy of otherwise available legal
remedies, or obtain other equitable relief, including, but not limited to, the restoration of the Property and/or the
BMPs identified in the WQMP to the condition in which it/they existed prior to any such violation or injury.

11. This Agreement shall be recorded in the Office of the Recorder of San Bernardino County, California, at the
expense of the Owner and shall constitute notice to all successors and assigns of the title to said Property of the
obligation herein set forth, and also a lien in such amount as will fully reimburse the City, including interest as
herein above set forth, subject to foreclosure in event of default in payment.

12. In event of legal action occasioned by any default or action of the Owner, or its successors or assigns, then the
Owner and its successors or assigns agree(s) to hold the City harmless and pay all costs incurred by the City in
enforcing the terms of this Agreement, including reasonable attorney’s fees and costs, and that the same shall
become a part of the lien against said Property.

13. Itis the intent of the parties hereto that burdens and benefits herein undertaken shall constitute covenants
that run with said Property and constitute a lien there against.

14. The obligations herein undertaken shall be binding upon the heirs, successors, executors, administrators and
assigns of the parties hereto. The term “Owner” shall include not only the present Owner, but also its heirs,
successors, executors, administrators, and assigns. Owner shall notify any successor to title of all or part of the
Property about the existence of
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this Agreement. Owner shall provide such notice prior to such successor obtaining an interest in all or part of the
Property. Owner shall provide a copy of such notice to the City at the same time such notice is provided to the
successor.

15. Time is of the essence in the performance of this Agreement.

16. Any notice to a party required or called for in this Agreement shall be served in person, or by deposit in the
U.S. Mail, first class postage prepaid, to the address set forth below. Notice(s) shall be deemed effective upon
receipt, or seventy-two (72) hours after deposit in the U.S. Mail, whichever is earlier. A party may change a notice
address only by providing written notice thereof to the other party.

17. Owner agrees to indemnify, defend (with counsel reasonably approved by the City) and hold harmless the City
and its authorized officers, employees, agents and volunteers from any and all claims, actions, losses, damages,
and/or liability arising out of this Agreement from any cause whatsoever, including the acts, errors or omissions of
any person and for any costs or expenses incurred by the City on account of any claim except where such
indemnification is prohibited by law. This indemnification provision shall apply regardless of the existence or
degree of fault of indemnitees. The Owner’s indemnification obligation applies to the City’s “active” as well as
“passive” negligence but does not apply to the City’s “sole negligence” or “willful misconduct” within the meaning
of Civil Code Section 2782, or to any claims, actions, losses, damages, and/or liabilities, to the extent caused by the
acts or omissions of any third party contractors undertaking any work (other than field inspections) or other
maintenance on the Property on behalf of the City under this Agreement.

[REMAINDER OF THIS PAGE INTENTIONALLY LEFT BLANK]
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IFTOCITY: IF TO OWNER:

City of Hesperia

9700 Seventh Avenue

Hesperia, CA 92345

IN WITNESS THEREOF, the parties hereto have affixed their signatures as of the date first written
above.

OWNER:
Signature: FOR: Maintenance Agreement, dated
, for the

Name: project known as

Title:

(APN) ;
Date: As described in the WQMP dated

OWNER:

Signature:

Name:

Title:

Date:

NOTARIES ON FOLLOWING PAGE

A notary acknowledgement is required for recordation.

ACCEPTED BY:

Director of Development Services

Date:

Attachment: Notary Acknowledgement
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ATTACHMENT 1

(Notary Acknowledgement)
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Attachment B - WQMP Exhibit









Attachment C — AMC Exhibit



Figure ADD-1
Antecedent Moisture
Condition (AMC)
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